Tender No:. 2024-25/Estate/2B/LNM-743

The LNM Institute of Information Technology, Jaipur

TENDER NOTICE

The LNM Institute of Information Technology, Jaipur is a Deemed-to-be-University, set up as a Non-Profit Making institute engaged in imparting higher learning in Engineering, Technology and Science. We are located at Gram-Rupa Ki Nangal, Post-Sumel, Via-Jamdoli, Jaipur, Pin 302031 Rajasthan, under the joint venture of the Government of Rajasthan and Lakshmi & Usha Mittal Foundation.
The institute invites proposals from competent vendors for “_Supply of Geysers ( 15 Ltr. and 35 Ltr.)”. Bidders can submit their sealed offers/s at the following address by Email/Speed-Post/ Registered Post/ By-hand/courier before 05:00 PM on 09 November 2024.
Filing of Tender:
Option 1: Physical submission of offers (hard copy) in sealed envelopes.
Bids shall be addressed to the undersigned and deposited in the tender box available at the main gate of the institute in person/ Speed-Post/ Registered Post/ By-hand/courier of the Institute after marking due entries in the Receipt Book available with the Security Officer at the main gate. 
The tender subject and reference number must be mentioned on the envelope. 

Director
The LNM Institute of Information Technology,
Gram – Rupa Ki Nangal, Post – Sumel,
Via – Jamdoli, Jaipur- 302031
Email: directoroffice@lnmiit.ac.in

Option 2: Password-protected online submission via Email 
Password-protected offers can be submitted by the bidders via email at the below-mentioned email IDs.

tender-document@lnmiit.ac.in (password-protected document)
tender-password@lnmiit.ac.in (password only)
The tender subject and reference number must be mentioned in the subject line of the emails. 

Bid Process:
Technical & Commercial details on the company’s letterhead, duly signed and sealed by the authorized signatory, are required to be submitted in two separate envelopes/emails. 
Envelopes/Emails should be duly marked as follows: 
1. Technical bid for the _ Supply of Geysers (15 Ltr. and 35 Ltr.)
2. Commercial Bid for the Supply of Geysers  (15 Ltr. and 35 Ltr.)
Both Envelopes/files should be enclosed/attached in a single envelope/email bearing the heading “Bid for the Supply of Geysers  ( 15 Ltr. and 35 Ltr.) (Tender No. : 2024-25/Estate/2B/LNM-743) ”. 
Bids are liable to be rejected: 
· If the above-mentioned bid submission procedure is not followed.
· Incomplete and non-conforming bids.
· Arbitration: All disputes and differences arising between the two parties in connection with this order shall be mutually settled as far as possible, failing which, all such disputes shall be referred to arbitration and settlement under the provision of the Arbitration and Conciliation Act, 1996 and as amended from time to time or any such law for the time being prevailing in India. The venue of such arbitration shall be Jaipur.

Technical Bid: (in a separate sealed envelope)
While submitting quotations, the following procedure/ formalities and conditions may kindly be adhered.
1. Company profile or brief note about the bidder's company, PAN number, and GST number should be submitted by the Vendor.
2. The List of Directors/Partners/Proprietor/Members of the Firm to be attached.
3. Detail of other associated/sister concerns (if any) of Directors/Partners/ Proprietor/ Members to be provided.
4. Turnover for the last three years to be mentioned. (Copy to be enclosed)
5. List of the client to whom the vendor has delivered the goods or provided the services in the past.
6. Specification as mentioned below, shall be provided as per the details given below:
Scope of work
1. The scope of work will cover the supply of given  items at LNMIIT Jaipur campus.
2. The Vendor is required to submit the complete documentation of the supplied item after delivery.
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Technical specification: (in separate sealed envelope)
Bid for Supply of Geysers  ( 15 Ltr. and 35 Ltr.) 
(Tender No. : 2024-25/Estate/2B/LNM-743))
	

	S. No.
	Item Name
	Specification
	Qty.
	UOM

	1
	Geyser 15 Ltr.
	Make: Venus/Racold, Model: Celo 15 CV/CDR DLX, Vertical, BEE Star Rating: 5 StarTank: Glasslined 
Guarantee: 2 years
	  10
	Nos.

	2
	Geyser 35 Ltr.
	Make : Venus/Racold, Model: Celo 35 CV/CDR DLX, Vertical, BEE Star Rating: 5 Star,Tank: Glasslined 
Guarantee: 2 years
	10
	Nos.

	
	
	
	
	





Signature with seal

Commercial Bid: (in separate sealed envelope)
Bid for Supply of Geysers  ( 15 Ltr. and 35 Ltr.) 
(Tender No. : 2024-25/Estate/2B/LNM-743)

	S.No.
	Item Name/ Description
	Make & Model/Specification
	Qty.
	UOM
	Rate
	Amount

	1.
	Geyser 15 Ltr.
	Make: Venus/Racold, Model: Celo 15 CV/CDR DLX, Vertical, BEE Star Rating: 5 StarTank: Glasslined 
Guarantee: 2 years
	  10
	Nos.
	
	

	2
	Geyser 35 Ltr.
	Make : Venus/Racold, Model: Celo 35 CV/CDR DLX, Vertical, BEE Star Rating: 5 Star,Tank: Glasslined 
Guarantee: 2 years
	10
	Nos.
	
	

	3
	Transportation charges
	
	01
	Nos.
	
	

	Total
	

	GST
	

	Total including GST
	



1. Taxes like GST shall be clearly mentioned. If nothing is mentioned, these charges shall be deemed included.
2. If the supplier does not have a particular item offered in the tender or a different make is being proposed by him, the same should be highlighted/mentioned especially by him.
3. The prices should	include everything (packing, forwarding, transit insurance, transportation, loading /unloading, installation etc.). Loading/unloading up to 50 mtr. shall be done by the supplier.
4. Bid should be submitted for F.O.R delivery at the destination i.e. The LNM Institute of Information Technology, Gram – Rupa Ki Nangal, Post – Sumel, Via – Jamdoli, Jaipur- 302031
5. The bid should be valid for a minimum period of 30 days. The Change in prices shall not be accepted within the validity period.
6. The LNMIIT reserves the right to reject any quotation(s) without assigning any reasons.
7. Payment terms shall be decided mutually.
8. There should not be any conflict of interest (Declaration to be submitted by the Vendor).
9. Bid should be on the company’s letterhead and should submit their bid in the LNMIIT format only.
10. Item/Service not supplied by the supplier/service provider should be mentioned separately.
11. Vendor should provide a photocopy of the cheque/cancelled cheque while presenting the Invoice to LNMIIT.
12. Pre-bid meeting and pre-bid site visit can be done before quoting the rate in the tender to clear up any confusion regarding project details, the scope of work, and solicitation of documents.
13. All charges applicable shall be clearly mentioned in the offer. If nothing is mentioned in the offer, the quoted price shall be treated as final, and nothing extra shall be paid extra.



Signature with seal
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Porcelain Enamel Tank

Manufactured in a modern, automated plant using European

Technology. Glass lined coatings protects the tank from rust and
corrosion. .

We use different types of heating elements in our water heaters. They are designed for reliable & energy
efficient performance in all types of water conditions. We have higher grade heating elements for hard water

areas to resist scale deposits & premature failure. Ceramic Heating Element — hardwater proof and shock
proof, Glasslined Incoloy Heating Element, Copper Heating Element.

Glass lined Incoloy
Heating Element
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NIQUE FEATUR

PERFORMANCE

Porcelain Enamel Glass Lined Tank: Manufactured in a

modern, automated plant using European Technology.
Protects the tank from rust and corrosion.

99.9% pure copper tank: For long life and corrosion
free performance.

Glass lined Incoloy 800 element: Withstands
temperatures up to 1000°C. Long lasting, even in hard
water. Reduces scale formation. Prevents premature
element failure.

Glasslined Double Ceramic Heating Elements:
Shock-proof, hard water proof, long-lasting.

Hard water protection: Low density, Glasslined
elements for long life in hard water areas.

©

8 bar pressure: Suitable for pressure pumps and
multi-storey buildings.

6 bar pressure: High Working pressure that is double
that of ordinary water heaters.

Flexi Mount: Flexible mounting options (Horizontal
Model) Wall/Floor mounting. Left/right side opening
options available - Ideal for modern apartments.

CRORCONCOR- RO

ENDURANCE

10 Years* Guarantee: On Copper tank

7 Years** Guarantee: On Porcelain Enamel
GlassLined Tank

4 Years™* Guarantee: On Heating Element

@O0

DIGIT,

Multi-function Display: For visual indication of
temperature and program options.

Digital Display: For visual indication of temperature.

10T Empowered : W/H Operation from across the
World

'Wifi - Enabled : Lets you Set, Schedule & view
at your convenience

Three Energy Saving Smart Shower Modes

SAFETY
Multi-function valve: Acts as pressure release valve,

non-return valve, drain valve, expansion valve and
vacuum release valve.

Caplillary Thermostat: High precision and externally
adjustable thermostat enables the user to set
temperatures of his choice.

Caplllary Thermal cutout: Backup safety device. Cuts
off power at 90°C. Prevents overheating (vertical
models).

Sacrificlal Magnesium Anode: A special device to

enhance the corrosion protection of the tank by means
of “Cathodic action".

ENERGY SAVINGS

5 Star rating for more energy savings.

Power meter: To show actual energy consumption for
daily, weekly, monthly, and yearly

Extra Thick Polyurethane Foam (PUF) insulation:
Reduces heat loss and keeps water hot for much
longer.

Smart Mode: Energy Saving, Fast Heating,
Zero Scaling

.
- }Ammanmnmm Note:For exact fstures refer to product page.
g
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Temperature

Display

Porcelain Enamel

Glass Lined Tank

Glass lined

Incoloy Element

Capillary

Thermostat

PORCELAIN ENAMELING

n Extra Thick
PUF Insulation

2715 MS Outer Body
D (powder coated)

Outlet SS Pipe

Magnesium Anode
(Extra Longer)

2

Inlet SS Pipe

&— Capillary Thermal
- Cutout

Porcelain Enameling - an European technology that creates a vitreous enamel layer which protects the heater from rust and corrosion.
This technology was introduced in India first time by Venus. Porcelain Enamel is a glass - like coating which is fused at 830 °C to create

a mechanical bond with the metal substrate which increases the durability of the heater.

Porcelain enamel tanks are widely used internationally and are approved for use in water heaters by BIS, IEC, DIN(German), UL(US)
standards. In India, VENUS is the first manufacturer to start enameling with Dry Powder Enameling system which Is superior to other type

of coatings.





image4.jpeg
In Ceramic heating element, heat is
transferred over a much larger surface
area, which reduces the stress on
heating element, lowers watts
density/sq.cm and ensures less scale
deposition on heating element.

A
f \ Redesigned insulation & tank for retention of heat and reduction of thermal losses. Removal
[[| of thermal bridge between tank and external housing reduces heat loss by upto 16%. 360
degree coverage with upto 3cms thick PUF insulation ensures maximum heat retention.

Heat Retention
Technology

Existing
Technology

Thermal Bridge
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Product Specification

Product & = . B

Magma Plus (H) Celo (V)
Inner Tank Porcelain Enamel Glasslined Tank
Heating Element Incoloy - Glasslined
No.of Element One
Wattage (kW) 2 3 2
Model 10GH [15GH|25GH|35GH|50GH| 70GH|100GH|150GH|10CV [15CV| 25CV [35CV |50CV
Capacity (L) 10 |15 |25 35|50 |70 | 100 [ 150 | 10 [ 15| 25 | 35 | 50
Height 395 | 505 | 665 | 680 | 890 | 765 [ 1005 | 1455 | 395 | 485 | 545 | 680 | 900
Dimensions(in mm) Width 313 | 313 | 313|363 | 363 | 453 | 453 | 453 [ 321 |321( 371 | 371 | 371
Depth 313 | 313 | 313 | 363 | 363 | 453 | 453 | 453 [ 321 | 321 371 | 371 | 371
Time to raise temp. by 35°C (in min) 13 |20 | 33|45 |64 | 60 | 85 | 122 |13 |20 | 33 |45 | 64

Insulation Injected PUF - 30mm Thickness

Magnesium Anode Yes

Outer Body PP Material Ms
Thermostat Disc Type Capillary Type
Cutout Capillary Type

MFV Yes

Additional Features

Temperature Display Yes Yes
Rated Pressure 8 bar
Power Saving - 5
Hard Water Protection Yes

Tank 5 Years 7 Years
Guarantee Element 2 Years 3 Years

Product 2 Years





