Tender No:. 2026-27/Estate/2B/LNM-1349

The LNM Institute of Information Technology, Jaipur

TENDER NOTICE

The LNM Institute of Information Technology, Jaipur is a Deemed-to-be-University, set up as a Non-Profit Making institute engaged in imparting higher learning in Engineering, Technology and Science. We are located at Gram-Rupa Ki Nangal, Post-Sumel, Via-Jamdoli, Jaipur, Pin 302031 Rajasthan, under the joint venture of the Government of Rajasthan and Lakshmi & Usha Mittal Foundation.
The institute invites proposals from competent vendors for “Supply, Installation, Testing, and Commissioning of Multistage Centrifugal Pump with complete accessories for STP”. Bidders can submit their sealed offers/s at the following address by Email/Speed-Post/ Registered Post/ By-hand/courier before 05:00 PM on 23.05.2026. (Last date of bid receiving).
Filing of Tender:
Option 1: Physical submission of offers (hard copy) in sealed envelopes.
Bids shall be addressed to the undersigned and deposited in the tender box available at the main gate of the institute in person/ Speed-Post/ Registered Post/ By-hand/courier of the Institute after marking due entries in the Receipt Book available with the Security Officer at the main gate. 
The tender subject and reference number must be mentioned on the envelope. 

Director
The LNM Institute of Information Technology,
Gram – Rupa Ki Nangal, Post – Sumel,
Via – Jamdoli, Jaipur- 302031

Option 2: Password-protected online submission via Email 
Password-protected offers can be submitted by the bidders via email at the below-mentioned email IDs.

tender-document@lnmiit.ac.in (password-protected document)
tender-password@lnmiit.ac.in (password only)
The tender subject and reference number must be mentioned in the subject line of the emails. 

Bid Process:
Technical & Commercial details on the company’s letterhead, duly signed and sealed by the authorized signatory, are required to be submitted in two separate envelopes/emails. 
Envelopes/Emails should be duly marked as follows: 
1. [bookmark: _Hlk219040947]Technical bid for  the “Supply, Installation, Testing, and Commissioning of Multistage Centrifugal Pump with complete accessories for STP ”. ”.  (Item Name) (Technical bid must be submitted without password protection)
2. [bookmark: _Hlk219038875]Commercial Bid for the “Supply, Installation, Testing, and Commissioning of Multistage Centrifugal Pump with complete accessories for STP”. (The Commercial bid must be submitted with password protection.)
Both Envelopes/files should be enclosed/attached in a single envelope/email bearing the heading “Bid for the “Supply, Installation, Testing, and Commissioning of Multistage Centrifugal Pump with complete accessories (Item Name) (Tender No. : 2024-25/Estate/2B/LNM-1349) ”. 
Bids are liable to be rejected: 
· If the above-mentioned bid submission procedure is not followed.
· Incomplete and non-conforming bids.
· Arbitration: All disputes and differences arising between the two parties in connection with this order shall be mutually settled as far as possible, failing which, all such disputes shall be referred to arbitration and settlement under the provision of the Arbitration and Conciliation Act, 1996 and as amended from time to time or any such law for the time being prevailing in India. The venue of such arbitration shall be Jaipur.

Technical Bid: (in a separate sealed envelope/via email)

Bid for Supply, Installation, Testing, and Commissioning of Multistage Centrifugal Pump with complete accessories (Tender No.: 2024-25/Estate/2B/LNM-)

Bidder is required to furnish the requisite details as per the below mentioned table format and proof of such documents to be uploaded along with the bid under respective title/ headings as mentioned at column no ‘C’ accordingly.

	S.No.
	Title/ Heading
Details sought by buyer
	Details/ Certificate No. (Attached Y/N)

	A
	B
	C

	1.
	Bidder Firm Name & Registration No,
	

	2.
	Bidder’s Company profile or brief note
	

	3.
	PAN Card No,.
	

	4.
	GST Number
	

	5.
	List of Directors/ Partners/Proprietor/ Members of the Bidder’s Firm
	

	6.
	Detail of other associated/sister concerns (if any) of Directors/Partners/ Proprietor/ Members
	

	7.
	Bidder Turnover - Average annual turnover for last three years
	

	8.
	The Client List with some purchase orders and satisfactory certificate (to whom the vendor has delivered the goods/provided the services in the past (Three (03) purchase orders/work orders, at least one from each of the last three years, including the previous year.)
	

	9.
	If the bidder is authorized by the OEM/Manufacturer. Proof of the same is to be submitted with the Technical Bid
	

	10.
	An undertaking (self-certificate) that the agency has not been blacklisted by a Central/State/UT Government Institutions and there has been no litigation with any government department/institution on account of any services/supplies.
	

	11.
	Scanned copy of EMD/ Tender Fees paid through RTGS/NEFT (if required/asked in the tender)
	

	12
	Xerox copies of MoUs with previous colleges (minimum three) must be attached. (Applicable for student fest only).
	






Technical Specifications
TECHNICAL SPECIFICATIONS FOR   Multistage Centrifugal Pump
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Annexure
To Whomsoever It May Concern
This is to confirm that we, the undersigned, intend to participate in Tender No. : 2025-26/Estate/2B/LNM-1349 for the tender/work titled: “Supply, Installation, Testing, and Commissioning of Multistage Centrifugal Pump with complete accessories for STP (Item Name)”

We hereby certify the following:
No Conflict of Interest:
1. We declare that we have no conflict of interest in participating in the above tender. We further confirm that we are not engaged in any activity or association that may compromise, or be perceived to compromise, our impartiality or ability to fulfil the obligations of the tender.

Undertaking on Blacklisting & Litigation (Self-Certificate):
2. We hereby undertake that:
· Our agency/firm has never been blacklisted or debarred by any Central Government, State Government, Union Territory administration, or any other Institution/Organization.
· There is no ongoing or past litigation against our agency/firm with any Central Government, State Government, Union Territory administration, or any other Institution/Organization on account of any services/supplies.
· If at any stage the above declaration is found to be false, the Institute shall have the right to take any action as deemed appropriate, including rejection of our bid.

Site Visit /Understanding:
3. We confirm that we have visited the site/clearly understood the requirements and expectations of the college authorities.

Scope of Work:
4. We have thoroughly reviewed the scope of work mentioned in the bid document. The entire inventory/requirement/work has been verified and found to be in order. We also confirm that no additional items beyond the listed inventory/requirement will be required for successful completion of the work. However, if any additional item is required during execution, the same shall be provided by us as per the requirement.


Bidder Details

Name of Bidder: ______________________________________

Address: _____________________________________________

Contact Person: _______________________________________

Mobile No.: ___________________________________________

Email ID: _____________________________________________

Authorized Signatory: __________________________________

Signature & Stamp: ____________________________________


Date: _________________
Place: ________________

Commercial Bid: (in separate sealed envelope/password protected file via email)

Bid for Supply, Installation, Testing, and Commissioning of Multistage Centrifugal Pump with complete accessories (Tender No.: 2024-25/Estate/2B/LNM-1349)

	[bookmark: _Hlk178151854]S.No.
	Item Name
	Specification/Detail
	Qty.
	UOM
	Rate
	Amount

	   
   1
	  Supply and Installation of Horizontal Multistage Centrifugal Pump (Flow: 17 m3/h, Rated head: 29.67M
	Make: Grundfos, Model: CM 15-2 A-R-A-V_AVBVF-A-A-N Rated Power: P2: 2.2 Phase: 3)
	  1
	Nos.
	
	

	 
  2
	Supply and Installation of 6LPH Dosing Pump 
	(Make _ Milton Roy, Model: UC12)
	   1 
	Nos.
	
	

	   

3
	Supply and Installation of Monoblock Self Priming Pump (Model: -SP 1HM Make: Kirloskar 
	Suction x Delivery Size: 40 X 40 MM ,2.0 HP, Three Phase
	   1
	Nos.
	
	

	Total
	

	GST
	

	Total including GST
	


[bookmark: _Hlk217644650]GENERAL TERMS AND CONDITIONS:
1. All applicable taxes such as GST must be clearly mentioned. If not specified, it shall be deemed that all such charges are included in the quoted price.
2. If the supplier does not have a particular item or proposes a different make than that specified in the tender, the same must be clearly highlighted in the bid.
3. Prices must be inclusive of all charges such as packing, forwarding, transit insurance, transportation, loading, unloading (up to 50 meters), installation, and any other incidental expenses.
4. Bid must be submitted on an F.O.R. basis for delivery at: The LNM Institute of Information Technology, Gram – Rupa Ki Nangal, Post – Sumel, Via – Jamdoli, Jaipur – 302031.
5. Bid shall remain valid for a minimum period of 30 days. No change in prices will be accepted during the validity period.
6. The LNMIIT reserves the right to reject any quotation without assigning any reason.
7. Payment terms shall be mutually decided and agreed upon between the Institute and the vendor.
8. The bidder must submit a No Conflict of Interest Declaration along with the bid.
9. The bid must be submitted on the company’s letterhead and in the LNMIIT-prescribed format only.
10. Any item or service not being supplied by the bidder must be clearly mentioned separately in the bid.
11. Vendors must provide a photocopy of their cheque/cancelled cheque along with the invoice for payment processing.
12. Prices shall be quoted in Indian Rupees (INR) only.
13. Total prices shall be quoted for the complete scope of work as per technical specifications, inclusive of all taxes, duties, insurance, packing, forwarding, and incidental charges.
14. Agencies or individuals who are debarred or blacklisted are not permitted to participate in the tendering process. Any agency engaging a debarred person for negotiations or representation is also liable to be debarred.
15. If the work is not completed within the stipulated time mentioned in the work order, the competent authority of LNMIIT reserves the right to accept partial work on suitable terms, cancel the supply/work order, withhold or stop payment, forfeit the Earnest Money Deposit, or debar the agency. The decision of the Competent Authority shall be final and binding.
16. In case two or more bidders quote the same rates, the final selection shall be made through a draw of lots conducted by a committee comprising LNMIIT administrative members(PCC).
17. Vendors are required to visit the site and conduct a detailed survey before submitting their bid to understand the exact requirements. No request for additional items or modifications will be entertained later.
18. A pre-bid meeting and/or site visit may be arranged prior to submission of bids to clarify any doubts regarding project details, scope of work, and required documents.



Signature with seal

Page 1 of 11
Name, Sign and Seal of Company/Individual |
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Qty.

Description

CM 15-2 A-R-A-V-AVBV F-A-A-N

Note! Product picture may differ from actual product

Product No.: 92556947

Compact, reliable, horizontal, multistage, end-suction centrifugal pump with axial suction port and radial discharge
port. The shaft, impellers and chambers are made of stainless steel The inlet and discharge parts are made of cast
iron. The mechanical shaft seal is a special designed, unbalanced O-ring seal Pipework connection is via internal
Whitworth pipe threads, Rp (ISO 7/1).

The pump is fitted with a 3-phase, foot-mounted, fan-cooled asynchronous motor,

Further product details

Pump and motor are integrated in a compact and user-friendly design. The pump is fitted to a low base plate making
it ideal for installation in systems where compactness is important

The state-of-the-art design and materials of the shaft seal ensure high wear resistance, improved sticking and
dry-running capabilities and long operating life

Servicing the pump requires no special service tools. Service parts are in stock for quick delivery and are available as
Kits, single parts or bulk. Service videos are available on www.youtube com

Pump

A combination of a stop ring and a Nord-lock® washer secures a tight and reliable fixation of the impeller spacing
pipes to the splined pump shaft. It is possible to remove and fit the hydraulic parts from the pump side. The inlet part,
chambers and discharge part are hold together by four staybolts

The pump is fitted with an unbalanced O-ring seal with a rigid torque-transmission system. It has a fixed seal driver
ensuring a reliable rotation of all parts. The dynamic secondary seal is an O-ring
Seal faces:

+ Rotating seal ring material: aluminium oxide (alumina)

« Stationary seat material: carbon graphite. resin-impregnated
Carbon graphite against alumina is a good all-round seal for not too demanding applications. The corrosion
resistance is often limited in water to a range between pH 5 and pH 10. Usage in liquids above 90 °C is not
recommended. The seal can handle dry-running conditions for short periods
Secondary seal material: FKM (fluorocarbon rubber)
FKM has excellent resistance to oils and chemicals. Above 90 °C, FKM should only be used in media without water

The pump shaft is connected to the motor shaft through a left thread and tight fit. The shaft cannot be dismantled

Motor
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Company name:

Rated voltage:
Service factor:
Rated current.
Starting current
Rated speed:

3 x 220-240D/380-415Y V
1.00

8.00/4.60 A

840-920 %

2890-2910 rpm

N Created by:
GRUNDFOS »\ Phore
Date: 22/11/2025
Description Value pu it ol ]
General information:
Product name: 9/’1—1\5-!\12 A-R-A-V-AVBV 354 —\
Product No 92556947 304 \
EAN number 5715116216829 \
Price: & s
Technical: 2] %
Pump speed on which pump data are 2900 rpm -
based 15 AR &0
Actual calculated flow 17.24 m?h / =
Rated flow 17 m¥h 199 5 40
Resulting head of the pump: 29.9m - / .
Rated head 29.67m
0

s e N A A B N B S I S S S ) T
Code for shaft seal AVBV Q= 17.24 m' H=299m
Approvals CE.EAC.UKCA it i i
Approvals for drinking water ACS,NSF61 Eta pump+motor = 59.2 %
Curve tolerance 1S09906:2012 38 o, LS tatperii o el cpbiven 20 —
Pump version A L )
Model A *1 P s
Materials: 1) /ﬁ e
Pump housing Cast iron — 8

“EN-GJL-200 1 = "

ASTM A48-25A ST N1 2
Impeller Stainless steel o 9

EN 1.4301 Lzl

AISI 304 NPSH = 348 m
Material code A
Code for rubber: \
Installation:
Range of ambient temperature: -20..55°C
Maximum operating pressure 10 bar
Max pressure at stated temp 10 bar /40 °C

6 bar /90 °C
Type of connection Rp
Size of inlet connection. 2inch
Size of outlet connection 2inch
Outlet position: 12
Connect code R
Liquid:
Pumped liquid: Water
Liquid temperature range -20..90°C
Selected liquid temperature 20°C —
Density 998.2 kg/m*
Electrical data:
Motor standard IEC f
Frame size 90LE
|E efficiency class: IE3
Rated power - P2 2.2 kW
Mains frequency’ 50 Hz
Suitable for 50/60 Hz (Yes/No) N

Printed from Grundfos Product Centre [2025.46.002]
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92556947 CM 15-2 A-R-A-V-AVBV F-A-A-N 50 Hz
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Liquid temperature during operation = 20 °C Density = 998.2 kg/m*
Eta pump = 67.9 % Eta pump+motor = 59.2 %
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Qty. | Description
1 Maximum operating pressure: 10 bar
Max pressure at stated temp 10 bar/40°C
6 bar/90 °C

Type of connection Rp

Size of inlet connection 2inch

Size of outlet connection 2 inch

Outlet position: 12

Electrical data:

Motor standard: IEC

Frame size: 90LE

IE efficiency class IE3

Rated power - P2: 2.2 kW

Mains frequency: 50 Hz

Suitable for 50/60 Hz (Yes/No): N

Rated voltage: 3 x 220-240D/380-415Y V

Service factor. 1.00

Rated current: 8.00/4.60 A

Starting current: 840-920 %

Rated speed: " . 2890-2910 rpm

Enclosure class (IEC 34-5) IP55

Insulation class (IEC 85): F

Ex-protection standard: NONE

Cable included (Yes/No) N

Others:

Terminal box position: 12

Minimum efficiency index, MEI >; 0.7

Net weight: 33.6 kg

Gross weight: 36.1 kg

Country of origin W

Custom tariff no.: 84137010

Printed from Grundfos Product Centre [2025.46.002]
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Qty. | Description

with EN 60034.

The motor efficiency is classified as IE3 in accordance with IEC 60034-30-1.

An installation indicator is fitted to the motor fan cover. Based on the motor cooling air, it indicates the direction of
rotation of the motor. The motor is fitted with a directional sticker.

1 The motor is a totally enclosed, fan-cooled motor with principal dimensions to EN 50347 Electrical tolerances comply

Technical data

Controls;
Terminal box position

Frequency converter:

Liquid:
Pumped liquid

Liquid temperature range
Selected liquid temperature:
Density:

Technical:

Actual calculated flow

Rated flow

Resulting head of the pump:
Rated head

Primary shaft seal

Code for shaft seal
Approvals

Approvals for drinking water:
Curve tolerance:

Pump speed on which pump data are based

The motor can be connected to a variable speed drive for adjustment of pump performance to any duty point.
Grundfos CUE offers a range of variable speed drives. Please find more information in Grundfos Product Center.

12
None

Water
-20..90°C
20°C
998.2 kg/m*

2900 rpm
17.24 m*h

17 m¥h

29.9m

2967 m

AVBV

AVBV

CE.EAC UKCA

ACS NSF61
1S09906:2012 3B

Materials: ,
Pump housing: Cast iron
EN-GJL-200
ASTM A48-25A
Impeller: Stainless steel
EN 1.4301
AlSI 304
Installation -
Range of ambient temperature:  -20 . 55 °C
L ”
Printed from Grundfos Product Centre [2025.46.002] ’ 27
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Company name:

Created by:
Phone:

Date:

22/11/2025

Others:

GRUNDFOS »\
Description Value
“Enclosure class (IEC 34-5) P55
Insulation class (IEC 85) F
Ex-protection standard NONE
Cable included (Yes/No) N
Controls:

Terminal box position 12
Frequency converter: None
Terminal box position 12
Minimum efficiency index, MEI 2. 0.7

Net weight 33.6 kg
Gross weight. 36.1kg
Country of origin TW
Custom tariff no. 84137010

Printed from Grundfos Product Centre [2025.46.002]
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92556947 CM 15-2 A-R-A-V-AVBV F-A-A-N 50 Hz

£l -
I 1) o 1

T

A

|

Note! All units are in [mm] unless others are stated.
Disclaimer: This simplified dimensional drawing does not show all details.
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